
Corvas
225

Corvas
225/H

26
3

ø 
24

5
ø 

20
0

70
35

ø 21

16
3

211

240

Corvas
225

Corvas
225/H

Alterations and technical developments reserved. 

Name & No. Watt kg Description

Corvas
225

100W 3,60 • IP 56
• brass casing, bent tube and fork-shaped holder but 

with reflector inside chromium plated, hard glass 
pane, resistant against temperature changes

• without lamp
• with 452 double bracket lampholder E27
• also available with 460 double bracket lampholder 

B22 or without lampholder
• 230V

Corvas
225/H

100W 4,10 • IP 56
• brass casing, bent tube and fork-shaped holder but 

with reflector inside chromium plated, hard glass 
pane, resistant against temperature changes 

• with multi teeth fork and bracket made of malleable 
cast iron

• without lamp
• with 452 double bracket lampholder E27
• also available with 460 double bracket lampholder 

B22 or without lampholder
• 230V

Technical Data

No. kg Description

368 K 0,38 hard glass pane 200x5mm

Spare Parts
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Polished products available for an extra charge.
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Alterations and technical developments reserved. 

Corvas
karl-dose.de/Corvas

Halogen Floodlights
380

Name & No. Watt kg Description

Corvas
380

100W 5,10 • IP 56
• brass casing, bent tube and fork-shaped holder with 

copper reflector, inside chromiuim plated
• hinged, structural hard glass pane, resistant against 

temperature changes
• incl. lamp 100W/24V
• GY6.35
• 24V

Corvas
380/H

100W 5,60 • IP 56
• brass casing, bent tube and fork-shaped holder with 

copper reflector, inside chromiuim plated
• hinged, structural hard glass pane, resistant against 

temperature changes
• incl. lamp 100W/24V and with multi teeth fork
• GY6.35
• 24V

Technical Data

No. kg Description

469 0,02 lampholder GY 6.35 with 300mm silicone cable

383 0,01 halogenlamp 100W/24W, base 6.35

368 S 0,33 structural hard glass pane 200x5mm

Spare Parts
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Polished products available for an extra charge.
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Corvas
385

Corvas
385/H

Alterations and technical developments reserved. 

Name & No. Watt kg Description

Corvas
385

250W 5,40 • IP 56
• brass casing and fork-shaped holder, with brass 

branching box, with copper reflector, inside chromium 
plated

• hinged, hard glass pane, resistant against temperature 
changes

• incl. lamp 250W/230V
• lampholder: E27
• 230V

Corvas
385/H

250W 5,90 • IP 56
• brass casing and fork-shaped holder, brass  branching 

box, copper reflector, inside chromium plated
• hinged, hard glass pane, resistant against temperature 

changes
• incl. lamp 250W/230V
• lampholder: E27
• 230V

karl-dose.de/Corvas
Corvas

Halogen Floodlights
385

Technical Data

No. kg Description

384 0,04 halogenlamp 250W/220V, base E27

368 K 0,38 hard glass pane 200x5mm

452 0,05 E27 double bracket lampholder 

Spare Parts

po
lis

he
d 

ve
rs

ion

po
lis

he
d 

ve
rs

ion

Polished products available for an extra charge.
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