Andromeda

karl-dose.de/Andromeda

Searchlight 260mm Tungsten Halogen

© NEW
new Remote Unit
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552500 55250 DS Remote Unit |
Technical Data
Name & No. kg Description
Andromeda | 15,00 |+ IP56
- i SS250D i i « barrel, back plate and crutch made of stainless steel,
8 i RGs5 red brass, toughened soda-lime glass lens, parabolically lead
. IS\éldromDelc)ia 2250 i coated silver glass mirror
250 i « all surfaces are white powdercoated RAL 9016
{ Andromeda  : 20,00  * withoutlamp
decKbase i SS250C i » pan: 370°
i i i e tilt: -35°/+20°
8 Andromeda i 27,50 1 . certification: German Lloyd
= { 8§ 250 CP : i « optional as signal light
Andromeda 30,00 ;
i 8S250R
Andromeda 37,50
i 8§ 250 RP :
Optical Performance
A Electric Voltage Electric Power Peak Beam Candle Range M 1 Lux Beam Angle
cabinbase H Power
24V DC 250W 1,2 x 10°cd 1.815m 5°
115V AC 1.000W 0,6 x 10°cd 1.120 m 5°
230V AC 1.000W 0,6 x 10°cd 1.120 m 5°
. o theoretically estimated values
Variations
Mounting Variations i Name | Description
Deck D - manual operation of searchlight
£0.585 Cabin C « manual operation from below by control mechanism

: Remote Control : R i« searchlight mounted on electric remote control unit complete with

joystick, control panel for flush console installation

Pedestal P « searchlight on pedestal 1m high, special heights on request

290

Spare Parts on request

ca.573
ca.573

Alterations and technical developments reserved.
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. Andromeda
S 350 :

Searchlight 360mm Tungsten Halogen

karl-dose.de/Andromeda
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Andromeda Andromeda Andromeda
::;__I‘g-;' 55350D . - 55350 DS SS350R
Technical Data
512 H H H
i Name & No. i kg i Description
Andromeda 32,00 « IP 56
: SS350D i « barrel, back plate and crutch made of stainless steel,
S 2 i base RG5 red brass, toughened soda-lime glass lens, parabolically
gé ggdroxrgl(}a 4450 & lead coated silver glass mirror
350 Pe all surfaces are white powdercoated RAL 9016
: Andromeda  : 39,50 : * withoutlamp
i 8S350C : i » pan: 370°
: : i e tilt: -35°/+20°
Andromeda 52,00 1. certification: German Lloyd
: 88350 CP : i « optional as signal light
Andromeda { Andromeda | 8750 !
SS 3504RP i 8S350R :
Andromeda 110,00
: $S350 RP :

Optical Performance

Electric Voltage Electric Power Peak Beam Candle Range M 1 Lux Beam Angle
; ; : Power ; ;
115V AC 1.000W 0,9 x 10°cd 948 m 6°
230V AC 2.000W 1,4 x 10°cd 1.300 m 6°
T theoretically estimated values
Variations
Mounting Variations i Name | Description
Deck D « manual operation of searchlight
Cabin C « manual operation from below by control mechanism
ca. 473 i Remote Control | R i« searchlight mounted on electric remote control unit complete with !
: : joystick, control panel for flush console installation :
Pedestal P « searchlight on pedestal 1m high, special heights on request

Spare Parts on request

P 453

ca. 1022

Alterations and technical developments reserved.
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ca. 834

. Andromeda
SS 450 FiFi : karl-dose.de/Andromeda

Searchlight 4560mm Tungsten Halogen

Andromeda Technical Data
SS 450 FiFiD :
Name & No. kg Description

Andromeda 44,00 « IP56
i S 450 FiFi D « barrel, back plate and crutch made of stainless steel, base
RG5 red brass, toughened soda-lime glass lens,

Androme.de} 56,50 © « all surfaces are white powdercoated RAL 9016
507 ; 55450 FiFiDP : « parabolically lead coated silver glass mirror

i Andromeda i 49,00 | * silikone gaskets

i SS450FiFiC : « lampholder G22

: : i » without lamp

i Andromeda : 61,50 . pan: 370°

: SS 450 FiFi CP ¢ tilt: -35°/+20°

¢ Andromeda ‘100,00 | * certified acc. to guidelines of fire fighting vessels of German Lloyd
SS 450 FiFi R
Andromeda 133,00
SS 450 FiFi RP

Optical Performance

Electric Voltage Electric Power lllumination area in Range M 1 Lux Divergence
Deck Base 250m @>11m
Cabin Base 230V 2.500W 50,73 Ix approx. 3.200m | 2,52°
il 115V 2.500W 50,73 Ix approx. 3.200m  : 2,52°
Variations
Mounting Variations Name Description
Deck D - manual operation of searchlight
Cabin C « manual operation from below by control mechanism
: Remote Control : R i » searchlight mounted on electric remote control unit complete with

joystick, control panel for flush console installation

£o:37 Pedestal P « searchlight on pedestal 1m high, special heights on request

Spare Parts on request

553
ca. 834

ca. 1110

ca. 835

Alterations and technical developments reserved.
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. Andromeda
SS 450 : karl-dose.de/Andromeda

Searchlight 4560mm Tungsten Halogen

Andromeda Technical Data
55450D :
Name & No. kg Description

Andromeda 44,00 « IP56
i 85450D « barrel, back plate and crutch made of stainless steel, base
RG5 red brass, toughened soda-lime glass lens,

07 ggdromDega 56,50 « all surfaces are white powdercoated RAL 9016
467 ;50450 ; i » parabolically lead coated silver glass mirror

i Andromeda i 49,00 | * silikone gaskets

. i 1 SS450C . without lfu‘np
: : i « pan: 370
Andromeda 61,50 i o tilt: -35°/+20°
i 8S 450 CP : i« certification: German Lloyd

. \ Andromeda { 100.00 | * optional as signal light

SS 450 R
N Andromeda 133,00
- SS 450 RP

Optical Performance

= Electric Voltage Electric Power Peak Beam Candle Range M 1 Lux Beam Angle
Jf Power
Deck Base
115V AC 2.000W 1,9 x 10°cd 1.745 m 6,4°
Cabin Base 230V AC 2.000W 2,7x 10°cd 2.190 m 6,4°
230V AC 3.000W 3,0x10°%cd 2.280 m 6,4°
_— theoretically estimated values
o Variations
~ H
i Mounting Variations Name Description
Deck D - manual operation of searchlight
Cabin C « manual operation from below by control mechanism
ca. 507 : Remote Control : R i » searchlight mounted on electric remote control unit complete with :
joystick, control panel for flush console installation
~ Pedestal P « searchlight on pedestal 1m high, special heights on request
3 2 Spare Parts on request
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Alterations and technical developments reserved.
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Andromeda

SS 630 : karl-dose.de/Andromeda
Searchlight 630mm Halogen

=__T _Technil:al Data

T
i Name & No. kg Description

Andromeda :

S5630D Andromeda 53,00 «IP56

SS 630 D « barrel, back plate and crutch made of stainless steel, base
RG5 red brass, toughened soda-lime glass lens, parabolically lead
coated silver glass mirror

« all surfaces are white powdercoated RAL 9016

« without lamp

« parabolically lead coated silver glass mirror

= - « silikone gaskets

« pan: 370°

« tilt: -35°/+20°

« certification: German Lloyd

« optional with elctrical focus

607

Optical Performance

~
g Electric Voltage Electric Power Peak Beam Candle Range M 1 Lux Beam Angle
o - Power
115V AC 5.000W 4,7x10%cd 2.100 m 10°
230V AC 5.000W 5,6 x 10°cd 3.000 m 10°
- = theoretically estimated values
Variations

Mounting Variations Name Description

Deck D « manual operation of searchlight

ca.854 Spare Parts on request

[9)

Alterations and technical developments reserved.
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