
Triton
TA137/2-N

Technical Data

Spare Parts

karl-dose.de/Triton
Triton

TRI-ONE HNA-Switch with Control Lamp

Name & No. Diagram kg Description

Triton
TA137/2-N

O= 0,60 •	 IP 56
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 with lampholder E14, glow lamp and red plastic-lampcover
•	 HNA-switch interior 2-pole cut-out acc. to DIN 89322-1/2 

10A AC/DC max. 250V

Triton
TR137/2-N

O= 1,29 •	 IP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 with lampholder E14, glow lamp and red plastic-lampcover
•	 HNA-switch interior 2-pole cut-out acc. to DIN 89322-1/2 

10A AC/DC max. 250V

TA/TR
137/2-N

No. kg Description

406  0,10 switch interior 2-pole cut-out acc. to DIN 89322-1/2 10A AC/DC 
max. 250V,

Other cable glands and switch interiors available upon request.

Optional with shiled device.



Triton
TA172/3-N

Triton
TA172/D-N

Polierte Produkte geg en Aufpreis erhältlich

Technical Data

karl-dose.de/Triton
Triton

TRI-ONE Push Button

Name & No. Diagram kg Description

Triton
TA172-N

-O 1,28 •	 IP 56
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 contact interior 6A at 115V / 230V, 0,3A at 220V DC

Triton
TA172/D-N

-O- 1,35

Triton
TA172/2-N

O= 1,35

Triton
TA172/3-N

-O= 1,41

Triton
TR172-N

-O 0,49 •	 IP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 contact interior 6A at 115V / 230V, 0,3A at 220V DC

Triton
TR172/D-N

-O- 0,56

Triton
TR172/2-N

O= 0,56

Triton
TR172/3-N

-O= 0,63

TA/TR
172-N

Spare Parts
No. kg Description

T-E  0,03 contact interior 1-pole working current

TAR-E  0,03 contact interior 1-pole working current and closed circuit current

TAA-E  0,03 contact interior 2-pole working current

TRR-E  0,03 contact interior 2-pole closed circuit current

Other cable glands available upon request.

Optional with shiled device.



Triton
TA212-N

Technical Data

Other cable glands and terminal block systems available upon request.

Optional with shiled device.

Triton
karl-dose.de/Triton

TRI-ONE 2-Gang Junction Box

TA/TR
210-212

Name & No. Diagram kg Description

Triton
TA210-N

-O- 0,95 •	 IP 56
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 2 steatite terminal blocks acc. to DIN 89300 with 4 termi-

nals up to 2.5mm2 each

Triton
TA210a-N

 O= 0,95

Triton
TA212-N

=O= 1,15

Triton
TA212-N

=O= 1,15

Triton
TA212/8-N

1,35

Triton
TA212/12-N

2,40

Triton
TR210-N

-O- 1,95 •	 IIP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 2 steatite terminal blocks acc. to DIN 89300 with 4 termi-

nals up to 2.5mm2 each

Triton
TR210a-N

 O= 1,95

Triton
TR211-N

-O= 2,05

Triton
TR212-N

=O= 2,15

Triton
TR212/8-N

2,35

Triton
TR212/12-N

2,50

O=   ==   =

=   ==   = =   =O



Triton
TA312-N

Technical Data

karl-dose.de/Triton
Triton

TRI-ONE 2-Gang Combination (Example)

Name & No. Diagram kg Description

Triton
TA310-N

-O- 1,00 •	 IP 56
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 combination of push button interior 1A AC / 0,3A DC and 

HNA-switch interior 2-pole cut-out acc. to DIN 89322 1/2

Triton
TA310a-N

O= 1,00

Triton
TA311-N

-O= 1,10

Triton
TA312-N

=O= 1,15

Triton
TR310-N

-O- 2,55 •	 IP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 combination of push button interior 6A AC / 0,3A DC and 

HNA-switch interior 2-pole cut-out acc. to DIN 89322 1/2

Triton
TR310a-N

O= 2,55

Triton
TR311-N

-O= 2,65

Triton
TR312-N

=O= 2,70

TA/TR
310-312

The combination can be fitted on request with all the individual components and with max. 4 cable entries according to VG 88773 
and VG are equipped 88812. 

Other cable glands and switch inserts available upon request.

Optional with shiled device.



Triton
TA412-N

Triton
TR412-N

Technical Data

Spare Parts

Triton
karl-dose.de/Triton

TRI-ONE Junction Box

TA/TR
410-412-N

Name & No. Diagram kg Description

Triton
TA410-N

-O- 0,51 •	 IIP 56
•	 aluminium casing and cover, powder coated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 steatite terminal block acc. to DIN 89300 with 4 terminals 

up to 2.5mm2

•	 max. 500V
•	 max. 16A

Triton
TA410a-N

O= 0,51

Triton
TA411-N

-O= 0,57

Triton
TA412-N

=O= 0,64

Triton
TR410-N

-O- 1,13 •	 IP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 steatite terminal block acc. to DIN 89300 with 4 terminals 

up to 2.5mm2

•	 max. 500V
•	 max. 16A

Triton
TR410a-N

O= 1,13

Triton
TR411-N

-O= 1,19

Triton
TR412-N

=O= 1,26

No. kg Description

431 0,15 steatite terminal block acc. to DIN 89300 with terminals up to 
2.5mm², max. 500V, max. 16A

Other cable glands available upon request.

Optional with shiled device.



Triton
TR413-N

Triton
TA413/3-N

Triton
TA413/3-N

Triton
TR415/3-N

Technical Data

Spare Parts

Triton
karl-dose.de/Triton

TRI-ONE HNA Socket

TA/TR
413-N
415-N

Name & No. Diagram kg Description

Triton
TA413-N

-O 0,60 •	 IP 56
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 HNA steatite socket interior acc. to DIN 89320, 16A AC / 

10A DC max. 150V

Triton
TA413/D-N

-O- 0,67

Triton
TA413/2-N

O= 0,67

Triton
TA413/3-N

-O= 0,74

Triton
TR413-N

-O 1,27 •	 IP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 HNA steatite socket interior acc. to DIN 89320, 16A AC / 

10A DC max. 150V

Triton
TR413/D-N

-O- 1,34

Triton
TR413/2-N

O= 1,34

Triton
TR413/3-N

-O= 1,40

Triton
TA415-N

-O 0,60 •	 IP 56
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 HNA steatite socket interior acc. to DIN 89320, 16A AC / 

10A DC max. 250V

Triton
TA415/D-N

-O- 0,67

Triton
TA415/2-N

O= 0,67

Triton
TA415/3-N

-O= 0,74

Triton
TR415-N

-O 1,27 •	 IP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 HNA steatite socket interior acc. to DIN 89320, 16A AC / 

10A DC max. 250V

Triton
TR415/D-N

-O- 1,34

Triton
TR415/2-N

O= 1,34

Triton
TR415/3-N

-O= 1,40

No. kg Description

430 0,05 plastic screw cap R1 3/4”

430/Ms 0,12 brass screw cap R1 3/4” 

159TO 0,08 socket interior DIN 89320 16A AC/10A DC, max. 150V

160TO 0,08 socket interior DIN 89320 16A AC/10A DC, max. 250V

Other cable glands and socket interiors available upon request.

Optional with shiled device.



Triton
TA418/3-N

Triton
TA418/3-N

Technical Data

karl-dose.de/Triton
Triton

TRI-ONE HNA-Switch

Name & No. Diagram kg Description

Triton
TA417-N

-O 0,54 •	 IP 56
•	 aluminium casing and cover, powder coated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 HNA-switch interior, 2-pole cut-out acc. to DIN 89322-1/2 

10A AC/DC max. 250V
•	 also available with HNA switch interior 2-pole cut-out,  

16A AC/DC max. 250V

Triton
TA418-N

O= 0,61

Triton
TA418/3-N

-O= 0,68

Triton
TA419-N

-O- 0,74

Triton
TR417-N

-O 1,16 •	 IP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 HNA-switch interior, 2-pole cut-out acc. to DIN 89322-1/2 

10A AC/DC max. 250V
•	 also available with HNA switch interior 2-pole cut-out,  

16A AC/DC max. 250V

Triton
TR418-N

O= 1,23

Triton
TR418/3-N

-O= 1,29

Triton
TR419-N

-O- 1,36

TA/TR
417-419

No. kg Description

406  0,10 switch interior 2-pole cut-out acc. to DIN 89322-1/2,  
10A AC/DC, max. 250V

407  0,10 switch interior 1-pole change-over type without off-position  
acc. to DIN 89322-6/1, 10A AC/DC max. 250V

408  0,10 switch interior 1-pole multi circuit type acc. to DIN 89322-5/1, 
10A AC/DC max. 250V

409  0,10 switch interior 1-pole reversing type acc. to DIN 89322-7/1, 
10A AC/DC max. 250V

0,10 switch interior 2-pole cut-out, 16A 16A AC/DC max. 250V

Spare Parts

Other cable glands and switch interiors available upon request.

Optional with shiled device.



Triton
TA515/3-N

Technical Data

karl-dose.de/Triton
Triton

TRI-ONE Schuko-Socket

Name & No. Diagram kg Description

Triton
TA515-N

-O 0,41 •	 IP 41
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 schuko-socket interior 16A, max. 250V

Triton
TA515/D-N

-O- 0,47

Triton
TA515/2-N

O= 0,47

Triton
TA515/3-N

-O= 0,54

Triton
TR515-N

-O 1,02 •	 IP 41
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 schuko-socket interior 16A, max. 250V

Triton
TR515/D-N

-O- 1,08

Triton
TR515/2-N

O= 1,08

Triton
TR515/3-N

-O= 1,15

TA/TR
515

Spare Parts
No. kg Description

165 0,05 schuko-socket interior 16A, max. 250V

Other cable glands available upon request.

Optional with shiled device.



Triton
TA518/3-N

Technical Data

karl-dose.de/Triton
Triton

TRI-ONE Rocker Switch

Name & No. Diagram kg Description

Triton
TA517-N

-O 0,60 •	 IP 41
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 rocker switch interior 2-pole cut-out, 10A AC/DC max. 250V

Triton
TA518-N

O= 0,67

Triton
TA518/3-N

-O= 0,74

Triton
TA519-N

-O- 0,67

Triton
TR517-N

-O 1,18 •	 IP 41
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 rocker switch interior 2-pole cut-out, 10A AC/DC max. 250V

Triton
TR518-N

O= 1,24

Triton
TR518/3-N

-O= 1,31

Triton
TR519-N

-O- 1,24

TA/TR
517-519

Spare Parts
No. kg Description

166 0,10 rocker switch interior 2-pole cut-out 10A AC/DC max. 250V

Other cable glands and switch interiors available upon request.

Optional with shiled device.



Triton
TA520

Technical Data

The combination can be fitted on request with all the individual components and with max. 4 cable entries according to VG 88773 
and VG are equipped 88812. 

Other cable glands and switch inserts available upon request.

Optional with shiled device.

Triton
karl-dose.de/Triton

TRI-ONE 3-Gang Combination (Example)
TA520

Name & No. Diagram Description

Triton
TA520-N

 -O- •	 IP 41
•	 aluminum casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to VG 88873 and 

VG 88812

  O=

=O=

=O=

Triton
TR520-N

 -O- •	 IP 41
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to VG 88873 and 

VG 88812

  O=

 -O=

=O=



Triton
TA525/3-N

Technical Data

Triton
karl-dose.de/Triton

TRI-ONE Nema-Socket

TA/TR
525

Name & No. Diagram kg Description

Triton
TA525-N

-O 0,42 •	 IP 41
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 nema-socket interior 15A
•	 optional 125V, 250V or 277V
•	 distinctive, twistlock

Triton
TA525/D-N

-O- 0,49

Triton
TA525/2-N

O= 0,49

Triton
TA525/3-N

-O= 0,55

Triton
TR525-N

-O 1,02 •	 IP 41
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 nema-socket interior 15A
•	 optional 125V, 250V or 277V
•	 distinctive, twistlock

Triton
TR525/D-N

-O- 1,08

Triton
TR525/2-N

O= 1,08

Triton
TR525/3-N

-O= 1,15

Spare Parts
No. kg Description

157 0,05 nema-socket interior 15A, 125V AC, twistlock

145 0,05 nema-socket interior 15A, 250V AC, twistlock

147  0,05 nema-socket interior 15A, 277V AC, twistlock

Other cable glands available upon request.

Optional with shiled device.



Triton
TA528/3-N

Technical Data

Triton
karl-dose.de/Triton

TRI-ONE Rocker Push Button

TA/TR
527-529

Name & No. Diagram kg Description

Triton
TA527-N

-O 0,60 •	 IP 41
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 rocker push button contact interior 10A AC 250V

Triton
TA528-N

O= 0,67

Triton
TA528/3-N

-O= 0,74

Triton
TA529-N

-O- 0,67

Triton
TR527-N

-O 1,17 •	 IP 41
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 rocker push button contact interior 10A AC 250V

Triton
TR528-N

O= 1,24

Triton
TR528/3-N

-O= 1,31

Triton
TR529-N

-O- 1,24

Spare Parts
No. kg Description

134 0,10 rocker push button contact interior 10A AC max. 250V

Other cable glands available upon request.

Optional with shiled device.



Triton
TA715/3-N

Triton
TA715/D-N

Polierte Produkte geg en Aufpreis erhältlich

Technical Data

karl-dose.de/Triton
Triton

TRI-ONE Nema-Socket with Hinged Lid

Name & No. Diagram kg Description

Triton
TA715-N

-O 0,49 •	 IP 56
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 nema-socket interior 15A
•	 optional 125V, 250V or 277V
•	 distinctive, twistlock
•	 with securable hinged lid

Triton
TA715/D-N

-O- 0,55

Triton
TA715/2-N

O= 0,55

Triton
TA715/3-N

-O= 0,62

Triton
TR715-N

-O 1,33 •	 IP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 nema-socket interior 15A
•	 optional 125V, 250V or 277V
•	 distinctive, twistlock
•	 with securable hinged lid

Triton
TR715/D-N

-O- 1,40

Triton
TR715/2-N

O= 1,40

Triton
TR715/3-N

-O= 1,47

TA/TR
715

Spare Parts
No. kg Description

157 0,05 nema-socket interior 15A, 125V AC, twistlock

145 0,05 nema-socket interior 15A, 250V AC, twistlock

147  0,05 nema-socket interior 15A, 277V AC, twistlock

Other cable glands available upon request.

Optional with shiled device.



Triton
TA815/3-N

Triton
TA815/D-N

Technical Data

Triton
karl-dose.de/Triton

TRI-ONE Schuko-Socket with Hinged Lid

TA/TR
815

Name & No. Diagram kg Description

Triton
TA815-N

-O 0,45 •	 IP 56
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 schuko-socket interior 16A AC / 10A DC, max 250V
•	 with securable hinged lid

Triton
TA815/D-N

-O- 0,55

Triton
TA815/2-N

O= 0,55

Triton
TA815/3-N

-O= 0,62

Triton
TR815-N

-O 1,33 •	 IP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 schuko-socket interior 16A AC / 10A DC, max 250V
•	 with securable hinged lid

Triton
TR815/D-N

-O- 1,40

Triton
TR815/2-N

O= 1,40

Triton
TR815/3-N

-O= 1,46

Spare Parts
No. kg Description

165 0,05 schuko-socket interior 16A AC/DC max. 250V

Other cable glands available upon request.

Optional with shiled device.



Triton
TA915/3-N

Triton
TA915/D-N

Technical Data

Triton
karl-dose.de/Triton

TRI-ONE Sub-D Jack with Hinged Lid

TA/TR
915

Name & No. Diagram kg Description

Triton
TA915-N

-O 0,46 •	 IP 56
•	 aluminium casing and cover, powdercoated RAL 9018
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 Sub-D jack
•	 with securable hinged lid

Triton
TA915/D-N

-O- 0,52

Triton
TA915/3-N

-O= 0,59

Triton
TA915/2-N

O= 0,52

Triton
TR915-N

-O 1,25 •	 IP 56
•	 red cast brass casing and cover
•	 cable gland: M18x1.5 brass chromium plated acc. to 

VG 88773 and VG 88812
•	 Sub-D jack
•	 with securable hinged lid

Triton
TR915/D-N

-O- 1,31

Triton
TR915/2-N

O= 1,31

Triton
TR915/3-N

-O= 1,38

Spare Parts
No. kg Description

158  0,10 Sub-D interior

Other cable glands available upon request.

Optional with shiled device.
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